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Rigenera 200 
w / steambath

 Electrical characteristics Plumbing characteristics Package size              Weight

Width  Height Gross

230 3 50 15   L. min   1/2” 
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bar 1,5 / 3,0 3

NetVolt kW Hz
      max a 3 bar

Pressure    side 
showers

Connections
  water C / H

Lengh

210 51 36 31 38

230 4 50 15   L. min   1/2” bar 1,5 / 3,0 3 210 51 36 31 38
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-  Feeding tube for color therapy (diameter 25 mm)
   Only if accessory. 

A - 1/2” connection for the cold water.
B - 1/2” connection for the hot water.
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- Tube Ø 25 mm - The power cord to be sized according to the power of the column.
Phase connection.

- Power shower head 1/2 " (only if accessory).
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Connection A1-B1-C1
exclude A-B-C
and vice versa.

The product should be connected to 'bonding system of the building
accordance with applicable regulations in the country of use. 
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Attention: if not being
expected a shower tray,
predict always use exhaust
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The overall dimension values are 
expressed in mm. The actual 
dimensions may vary by ± 5 mm.

Provide shut-off cocks out of the 
dimensions of the product for 
hot and cold water closing.
If the water pressure is higher than
indicated, install pressure reducers.

34.8

Edition: 15/02/2019GRUPPO GEROMIN S.r.l. reserves the right to make changes to the product at any time without giving any notice.

BAR

Operating pressure:
- MIN 150 kPa (1,5 bar)
- MAX 300 kPa (3,0 bar)
Hot water temperature:
- MAX 60°C (140°F)
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F - Walling
G - Isolation 
H - Covering
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Prepare the tube
(D - E) over the
the roof of the box.

                     SOLUTION 1
With cash fixed over the coating
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                 SOLUTION 2
With cash fixed under the coating
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 SHOWER 
    TRAY

Prepare the tube
(D - E) over the
the roof of the box.
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WAR NING : failure in observing the safety conditions, even in part, invalidates the guarantee and the manufacturer is not liable for any damages caused
by the product whether direct or indirect.
With the invalidity of the guarantee, in the case of the above, only those parts recognised as faulty will be replaced but the costs for labour, for product
removing, are not covered.



60 240

22
5

Area 1

Area 0

Area 2

Area 3

SAFETY AREAS INTRODUCTION

HAFRO
Mod.

CE

HAFA 56626

With regard to both the electric and plumbing connec -
tions, installation of the column must be performed by 
quali�ed or authorised personnel. Before connecting the 
equipment, the installer must ensure that the electrical 
system conforms to the  IEC 64-8 standard, protected by 
a 0.03A RCD, and that the earthing system is e�cient 
and in compliance with the above-cited standard.
Hafro shower columns (models using electric power) 
must be mounted securely and permanently connected 
to the electrical mains and the earthing system.
Connection to the electrical mains must be made via an 
omnipolar switch with a contact gap of at least 3 mm, 
located outside the safety area as required by the latest 
edition of the IEC 64-8/7 technical standard (this must 
be installed in areas not accessible by the equipment's 
end user), away from possible sprays or water supplies. 
The cable connecting to the electrical system must be 
protected by a corrugated tube that should have no 
intermediate joints or connections. The cable's speci� -
cations must not be inferior to type H05 VV-F 3x2.5 
mm2. 
Connection components must have characteristics and 
IP rating as prescribed by IEC 64-8 for applications in 
bathrooms and showers.

EQUIPOTENTIAL CONNECTION
The equipment must be connected to the building's 
equipotential system via the dedicated, duly indicated 
terminal located on the frame, as required by the IEC 
60335-2-105 standard. 

ATTENTION:
UPON RECEIPT OF GOODS, CHECK THE CONDITION 
OF THE PRODUCT AND PACKAGING, IMMEDIATELY 
BRINGING ANY VISUAL DAMAGE TO THE COURIER'S 
ATTENTION.
THE MANUFACTURER DECLINES ANY RESPONSIBIL -
ITY FOR TRANSPORT.

The use of gloves is recommended. Handle delicate 
parts with care.

Check the condition of such parts before proceeding with the 
installation.

Before proceeding with installation, make sure that all connec -
tion provisions are per the data sheet of the model to be 
installed. Make sure that the walls above the shower tray are 
square. The installation of two �lter valves on the water 
connections is recommended.

ELECTRICAL NOTES

Refer to the electrical safety notes when making the electrical 
connections.
The column's technical data is reported on the tag located on 
the rear portion of the column (see �gure).




